-The Told-   Technical requirements
 

Stage dimensions: min. 4 m wide, 2.5 m deep, 0.6 m high(if available), covered if open-air event
Frontline system: - min. 16 channel console with good quality FX (reverb, delay)
- master EQ
 - limiters, compressors
- suitable power of PA for the size of venue/audience if open-air event, with subwoofers capable to manage high quality electronically produced sounds
Monitoring: 3 -4 stage monitors min. 150W each
- 3 or 4 ways, EQ on each way
Microphones:- 2 - 3 vocal mics (AKG, SM58), 1 mic for JR Lee (AKG - SM57 or better), 1 mic for D. Bruehl (SM57 or better), 1 mic for Alex (SM57 or better)
DI box: -2 pair LINE jack
Stands: - 13 normal size mic stand or equivalent for Vocals, Drums, Guitar
- 1 small size mic stand for the Bass Drum
Cords: - for each mic and 2 cords for the stereo line (if used)
Visual: -None
Other: - 1 percussion riser 140x140x30cm(if Available)
- 220V power, 4 sockets at the back, 3 sockets in the front of stage
-a sound technician with the knowledge of the full PA system during the whole length of sound-check and performance
-a light technician with the knowledge of the full lighting rig during the performance
Special diet: None. Any change to the requirements above must be discussed with J.R.Lee @ 00491784840340 or bandmembers@thetold.com, Bookings@thetold.com or told_the@yahoo.com 
Transport and set up: The Told needs easy transport access to the stage. Onloading stage and soundcheck take up to 15-45 mins. There should be min. one dressing (if Available) room with restroom near the stage. Clearing off the stage is 15 mins. The performance is app. 60-90 mins.

