BLOODSPOT TECH RIDER

Contact FOH Engineer: Ralf Hörschlickau +49 1577 3920458

Contact Band: Jürgen Kuhn +49 171 2817362


Microphoning:

	CH
	Instrument
	Microphone
	Dynamics

	1
	Kick
	e602, Beta 91
	Gate/Comp

	2
	Snare
	SM 57
	Gate/Comp

	3
	Hi Hat
	condenser
	 

	4
	Tom
	e604
	Gate

	5
	Tom
	SM57, e604, MD 421
	Gate

	6
	Floor Tom
	SM57, e604, MD 421
	Gate

	7
	Overhead L
	condenser
	 

	8
	Overhead R
	condenser
	 

	9
	Ride
	condenser
	 

	10
	Bass
	DI
	Comp

	11
	Guitar 1
	SM 57
	 

	12
	Guitar 1
	e609
	 

	13
	Guitar 2
	SM 57
	 

	14
	Guitar 2
	e609
	 

	15
	Vocals
	SM 58 (no stand)
	Comp

	16
	Vocals Spare
	SM 58
	 


FOH minimum specification required:

The system should be a four way active system capable of producing sound pressure levels of 112dBA weighed at mix position without distortion

DESK:
24/8/2 channels minimum – preferred Midas / Yamaha

INSERTS:
4 channels of Compressors – preferred dbx, BSS or Drawmer


4 Gates – preferred BSS or Drawmer

FX:
1 SPX990 or similar unit


1 TC D-Two Digital Delay

EQ:
2x 31 Band graphic EQ’s – preferred Klark Technic DN360

OTHER:
CD player at FOH engineer position, possible link to monitor

Stage setup:
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